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 Various connectivity options: HDMI, VGA, USB 3.0 

 Fast connectivity through Gigabit LAN 
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Operating 
system

1, 2
 

Supported OS Windows 10 Pro 64 bit / 
Windows 10 Home 64 bit/Linux 

 

CPU and 
chipset

1
 

Intel® Core™ i3-7020U Processor            
Intel® Core™ i3-7100U Processor 
Intel® Core™ i5-8250U Processor 

 

Memory
1, 3, 4 

DDR4 SDRAM support: Up to 32 GB of DDR4 with 2 DIMM slots 

Display 14" HD 1366 x 768 resolution LED backlit TFT LCD 

16:9 aspect ratio  

Graphics Intel® UHD Graphics 620/ Intel® HD Graphics 620/ Intel® HD Graphics 610 
 

Audio High-definition audio support 
Two built-in speakers 

Built-in microphone 

Storage
1, 5 

Card reader: SD
™

 card 
Hard disk drive: 500 GB / 1 TB 2.5-inch 

Optical 
media drive 

8X DVD-RW (Optional)  

Webcam HD webcam 

Wireless and 
networking

1, 6
 

WLAN: 

 802.11b/g/n/ac wireless 
LAN 

WPAN: 

 Bluetooth
®
 4.0  

LAN 

 Gigabit Ethernet, wake-on-
LAN ready 

Ports 1xHDMI         1xVGA          2xUSB 3.0        1xUSB 2.0          1xMicrophone Jack        
1xHeadphone jack          1xSD card reader              1xRJ45              1x DC Jack          1x Lock 
slot              

Dimensions 
and weight

1
 

Dimensions: 340(W) x 245(D) x 24(H) mm 
(Height excluded battery area)  

 

Weight: starts from 1.8 kgs 

Power 
adapter and 
battery

1, 7
 

ACPI 5.0 CPU power management standard: supports Standby and Hibernation power-
saving modes 
 

Power adapter 
Input Voltage Range 110V- 240V, 50 Hz AC 
power adapter 

Battery 

 31Whr 4-cell Li-ion battery pack 
 

Input and 
control 

Keyboard: Isolated Keys keyboard with touchpad 

 
1. Specifications vary depending on model. 
2. 64-bit software is required to enjoy the advantages of 64-bit processing. 
3. A 64-bit operating system is required to enjoy the ultimate performance of 4 

GB or higher memory. 
4. Shared system memory may be allocated to support graphics, depending on 

system memory size and other factors. Actual system memory available to the 
operating system will be reduced by any memory used by the graphics 
solution and resources required by the operating environment. 

5. 1 GB is 1 billion bytes. Actual formatted capacity is less and may vary 
depending on preloaded materials and operating environment. Recovery 
Management uses a portion of the stated hard disk capacity as dedicated 
backup space. 

6. Actual throughput may vary depending on network conditions and 
environmental factors such as network traffic or overhead, building 
construction and access point settings. 
 
 

 
7. Battery life rating is for comparison purposes only. Actual battery life varies by 

model, configuration (including HDD capacity, RAM capacity, processor in use, 
display type and resolution, etc.), applications, power management settings, 
operating conditions, and utilized features. A battery's maximum capacity 
decreases with time and use. 

8. Regulatory Model no. for this is CIKL14 
 

. 
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